Improved Quick-Release Pin Mechanism by Wright, Jay M.
26 NASA Tech Briefs, September 2007
push the diaphragm to the right, caus-
ing the volume of the fluid chamber to
decrease, and thereby expelling fluid
from the chamber. The fluid would
enter and leave the chamber through
check valves.
The piezoelectric stack would be
driven electrically to make it oscillate at
the resonance frequency of the spring-
and-mass structure. This frequency
could be made high enough (of the
order of 400 Hz) that the masses of all
components could be made conve-
niently small. The resonance would am-
plify the relatively small motion of the
piezoelectric stack (a stroke of the order
of 10 μm) to a diaphragm stroke of the
order of 0.5 mm. The exact amplifica-
tion factor would depend on the rate of
damping of oscillations; this, in turn,
would depend on details of design and
operation, including (but not limited
to) the desired pressure rise and volu-
metric flow rate. In order to obtain res-
onance with large displacement, the
damping rate must be low enough that
the energy imparted to the pumped
fluid on each stroke is much less than the
kinetic and potential energy exchanged
between the mass and spring during
each cycle of oscillation.
To minimize the power demand of the
pump, a highly efficient drive circuit
would be used to excite the piezoelectric
stack. This circuit (see Figure 2) would
amount to a special-purpose regenera-
tive, switching power supply that would
operate in a power-source mode during
the part of an oscillation cycle when the
excitation waveform was positive and in
a power-recovery mode during the part
of the cycle when the excitation wave-
form was negative. The circuit would in-
clude a voltage-boosting dc-to-dc con-
verter that would convert between a
supply potential of 24 Vdc and the high
voltage needed to drive the piezoelectric
stack. Because of the power-recovery fea-
ture, the circuit would consume little
power. It should be possible to build the
circuit as a compact unit, using readily
available components.
This work was done by Michael G. Izenson,
Robert J. Kline-Schoder, and Martin A.
Shimko of Creare, Inc. for Johnson Space Cen-
ter. For further information, contact the John-
son Commercial Technology Office at (281)
483-3809.
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Figure 2. This Circuit Would Recover Energy returned by the piezoelectric actuator during each cycle
of oscillation, thereby minimizing the power demand of the pump.
An improved quick-release pin mech-
anism supplants a prior such mechanism
in which the pin bears a shear load to
hold two objects together. The prior
mechanism, of a ball-locking design, can
fail when vibrations cause balls to fall
out. The load-bearing pin is an outer
tube with a handle at one end (hereafter
denoted the near end). Within the outer
tube is a spring-loaded inner tube that
includes a handle at its near end and a
pivoting tab at its far end. The pin is in-
serted through holes in the objects to be
retained and the inner tube is pushed
against an offset pivot inside the outer
tube to make the tab rotate outward so
that it protrudes past the outer diameter
of the outer tube, and the spring load
maintains this configuration so that the
pin cannot be withdrawn through the
holes. Pushing the handles together
against the spring load moves the lock-
ing tab out far enough that the tab be-
comes free to rotate inward. Then re-
leasing the inner-tube handle causes the
tab to be pulled into a resting position
inside the outer tube. The pin can then
be pulled out through the holes.
This work was done by Jay M. Wright of
Johnson Space Center. For further informa-
tion, contact the Johnson Innovative Partner-
ships Office at (281) 483-3809.
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Bearing Analysis Tool (BAT) is a com-
puter program for designing rolling-el-
ement bearings for cryogenic turboma-
chines. BAT provides a graphical user
interface (GUI) that guides the entry of
data to develop mathematical models
of bearings. The GUI breaks model
data into logical subsets that are en-
tered through logic-driven input
screens. The software generates a three-
dimensional graphical model of a bear-
ing as the data are entered. Most data-
entry errors become immediately obvi-
ous in the graphical model. BAT pro-
vides for storage of all the data on a
shaft/bearing system, enabling the cre-
ation of a library of proven designs.
Data from the library can be trans-
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